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If you paid attention, like us at school, you will know that in
the early 1800s, William Herschel pioneered the first
telescope and is credited with discovering Uranus (stop
sniggering at the back).

What is not so commonly known is that this brilliant
astronomer, composer and mathematician is also credited with
the first understanding of the presence of infrared heat emitting
as a form of radiation from the sun.

After passing sunlight through a prism, and using a red filter, he
found that an unusual amount of heat was being generated. Two
hundred years later, his legacy and his name are being used to
change the way people and buildings across the world are being
heated. And, more importantly, you don’t have to be a genius to
recognise and enjoy the benefits. 

Although a relatively new entrant to the UK heating market,
Herschel as a business clearly has an unrivalled pedigree in
infrared technology and a comprehensive range of heaters has
been developed for the widest range of applications. The whole
concept is based on providing heat in a more efficient, effective,
stylish and comfortable way than traditional forms of heating
through the use of gentle, longwave infrared which penetrates the
air and heats solids, providing the same feeling of warmth as the
winter sun on your face or the heat from a coal fire. Yet at all
times, the infrared is 100 per cent safe to both the inhabitants and
the fabric of the building.

The new Select XL panel has recently been added to range of
framed panel heaters that are available in various sizes and power
options from 250W through to 1,000W and employs a new
heating element which is claimed to be 10 per cent more effective
than competitive products.

Easy fix
With a high quality aluminium casing, the panel also features the
company’s innovative easy fix bracket to provide a simple and
secure installation to ceilings and walls. The panels are TUV
approved, have an IP 44 rating and come with a five year warranty. 

Paul Morey, Herschel’s CEO, said: “We are really excited about
the potential for the Select XL which will satisfy the requirements
of existing customers who want the aesthetics of the frameless
slimline panel but were perhaps discouraged in the past from the
additional cost of this type of design.”

Preparation

The centre of the mounting bracket will be the centre point of

the panel when mounted (note, the mounting fixings on the

rear of the panel are offset, so measure from the centre of the

panel to the edge of the panel to determine the mounting

position). For vertical (portrait) mounting position “A” will be

the top of the mounting bracket. For horizontal (landscape)

mounting position “B” will be the top of the mounting bracket.

Step 1:

Use a spirit level to ensure the bracket is level and mark the

position for drilling in each of the small holes in the four corners

of the mounting bracket.

The assembly

kit consists of:

1 x mounting bracket

4 x rawl plugs

4 x screws

extensions & home improvements

The new Select XL from Herschel was the
perfect partner for this attic games room,
where heat is required in short bursts at
irregular times of the day and evenings.

Shining
star
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Removal

Herschel Easy-fix is designed to be secure and to avoid accidental demounting or tampering of

the panel. To demount the panel, move the panel to the left, then up and over to the left again

(portrait mounting) or up, then to the right and then up again (landscaping mounting).

Step 2

Drill holes using an 8mm drill. Insert the

supplied rawl plugs. If mounting on to a

cavity wall or ceiling, you will need

appropriate fixings. Screw the mounting

bracket to the wall using the supplied

screws.

Step 3

Fit the panel to the wall by locating all

four mounting fixings on the rear of the

panel into the wide openings on the

mounting bracket. Once in position the

panel should be moved to the right and

then down and to the right again to its

secure position (portrait mounting) or

down, then left and then down again

(landscaping mounting).

Step 4

The panel will be properly in place when

there is no further left or right movement.

Note: If mounting to a ceiling it is

extremely important that the panel is

locked in the secure position. Plug in the

panel, ensuring that the lead is free from

any obstruction from the panel.

For more information on Herschel circle the reader enquiry number 186

Warmer, longer for less – the future of heating – today

extensions & home improvements
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